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Tutoriel - installation du logiciel Auto-Multiple-Choice sur une machine
virtuelle

Le logiciel Auto-Multiple-Choice est un outil de génération de questionnaires a choix multiples (au format pdf) disposant
de nombreuses fonctionnalités (ordre aléatoire des question, groupes de question, support pour les questions ouvertes, etc.).
Cet outil n'est cependant disponible que sur les environnements basés sur le systéme Unix (en |'occurrence environnements
Linux et MacOS). Afin de pouvoir I'utiliser sur d’autres environnements tels que Windows, nous proposons ici d'utiliser
une machine virtuelle (logiciel émulant un ordinateur physique).

Pour cela, nous allons utiliser le logiciel libre de virtualisation VirtualBox (https://www.virtualbox.org/).

Les étapes a suivre pour installer une machine virtuelle de type Linux équipée d’Auto-Multiple-Choice sont
décrites ci-dessous.

1. Installer le logiciel VirtualBox disponible pour de nombreux environnements ici :
https://www.virtualbox.org /wiki/Downloads.

Une fois ce logiciel installé sur votre machine (qui est désignée dans ce qui suit comme systéme héte), nous allons pouvoir
I'utiliser pour créer une machine virtuelle (désignée dans ce qui suit comme systéme invité) de type linux pour pouvoir y
installer auto-multiple-choice.

2. Télécharger I'image du systeme Linux AntiX disponible ici :
https://ftp.u-strasbg.fr/linux/distributions/mxlinux/isos/ANTIX/Final/antiX-23.1/antiX-23.1_x64-full.iso

Note : nous vous proposons cette distribution linux car elle est relativement Iégére et utilise le systeme de gestion
d'applications de la communauté debian (outil appelé apt).

3. Lancer VirtualBox et créer une nouvelle machine virtuelle
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Figure 1: création d'une nouvelle machine virtuelle sous VirtualBox

4. Configurer la machine virtuelle en cours de création (voir imprime-écrans en Figures 2 3 5 ci-dessous)

= Nom : par exemple journee-NSI-2024

= Fichier : vous pouvez laisser le chemin par défaut

= Image ISO : ouvrir le navigateur pour pointer sur le fichier antiX-23.1_x64-full.iso précédemment téléchargé)
= Type : Linux

= Version : Other Linux (64bits)

Lors des étapes suivantes de configuration, il est recommandé d'indiquer (a minima) :

= Mémoire RAM : 1024 Mo
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= Processeur : 1
= Espace disque : 16 Go

| pide |

Crée une machine virtuelle

Virtual machine Name and Operating System

Please choose a descriptive name and destination folder for the new virtual machine. The name you

choose will be used throughout VirtualBox to identify this machine. Additionally, you can select an ISO
image which may be used to install the guest operating system.

Nom: [AMC-NSH2024

| @

Folder: @ /home/yparment/VirtualBox VMs

150 Image: /home/yparment/Téléchargements/antix-23.1_x64-full.iso

Type: Other

Version:  Other/Unknown

(i) OS type cannot be determined from the selected ISO, the guest OS will need to be
installed manually.

|Mode expert |

suvane | aoer |

Figure 2: configuration d'une nouvelle machine virtuelle sous VirtualBox

| Aide |

Crée une machine virtuelle
Hardware

‘You can modify virtual machine's hardware by changing amount of RAM and virtual CPU
count. Enabling EFl is also possible.

Memoire vive :

1024MB |3
4Mo 16384 Mo
Processors: 7 ! . 1
CPU1 CPUs 4

Enable EFI (special OSes only)

\Bré(édent‘[ Suivant H Annuler |

Figure 3: configuration d'une nouvelle machine virtuelle sous VirtualBox (suite)

| Aide |

Crée une machine virtuelle
Virtual Hard disk
IF you wish you can add a virtual hard disk to the new machine. You can either create a new
hard disk file or select an existing one. Alternatively you can create a virtual machine
without a virtual hard disk.

® Create a Virtual Hard Disk Now

Disk Size: 16|00 Gio

4,00 MB 2,00 Tio

Pre-allocate Full Size

Use an Existing Virtual Hard Disk File

Do Not Add a Virtual Hard Disk

\Bré(édent‘[ Suivant H Annuler |

Figure 4: configuration d'une nouvelle machine virtuelle sous VirtualBox (suite)
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=

ISO Image

Aide

Crée une machine virtuelle

Récapitulatif
The following table summarizes the configuration you have chosen for the new virtual

machine. When you are happy with the configuration press Finish to create the virtual
machine. Alternatively you can go back and modify the configuration.

%2 Machine Name and OS Type
Machine Name
Machine Folder

AMC-NSI-2024
/home/yparment/VirtualBox VMs/AMC-NSI-2024
/home/yparment/Téléchargements/antiX-23.1_x64-fulliso

Guest OS Type Other/Unknown
skip Unattended Install false

L) Hardware
Mémoire vive 1024
Processor(s) 1
EFI Enable false

Disk
Disk Size 16,00 Gio
Pre-allocate Full Size false

Précédent Finish

Annuler

Figure 5: configuration d'une nouvelle machine virtuelle sous VirtualBox (suite)

5. Démarrer la machine virtuelle NSI-2024 en cliquant sur le bouton afficher

= Actions requises lors de la procédure d'installation :
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Figure 6: création d'une nouvelle machine virtuelle sous VirtualBox

— sélectionner Legacy / Normal boot
cliquer sur Install

clavier francais est en lere position
utiliser disque entier
cliquer sur Start

parmi les claviers disponibles

(optionnellement) changer le nom de machine (antix1) et domaine (example.dom)
définir les informations de langage et position (francais - Europe / Paris)
définir le compte par défaut (activer I'option login automatique)
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AMC-NSI-2024 [Running] - Oracle VM VirtualBox B O &
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Figure 7: installation de la machine virtuelle
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Figure 8: installation de la machine virtuelle (suite)
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Figure 9: installation de la machine virtuelle (suite)

AMC-NSI-2024 [Running] - Oracle VM VirtualBox - O

File Machine View Input Devices Help

Help Live Log
Enjoy using antiX Linux

Support antiX Linux

antix Linux is supported by people
like you. Some help others at the
support forum - https://
www.antixforum.com - or translate
help files into different languages,
or make suggestions, write
documentation, or help test new

@& & =i @)@ @ Right cerl

s Checkingn

Figure 10: installation de la machine virtuelle (suite)
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AMC-NSI-2024 [Running] - Oracle VM VirtualBox

File Machine View Input Devices Help

Help | Livelog Terms of Use

General Instructions
BEFORE PROCEEDING, CLOSE ALL

antiX Linux is an independent Linux distribution based on Debian Stable.
OTHER APPLICATIONS.

antiX Linux uses some components from MEPIS Linux which are released under an

On each page, please read the Apache free license. Some MEPIS components have been modified for antiX Linux.

instructions, make your selections,
and then click on Next when you
are ready to proceed. You will be
prompted for confirmation before
any destructive actions are
performed.

Enjoy using antiX Linux

Limitations

Remember, this software is
provided AS-IS with no warranty
what-so-ever. It is solely your
responsibility to backup your data
before proceeding.

Keyboard Settings

Model: pcl10s
Layout: us
Variant:

Change Keyboard Settings

Close Next

Mar 2024 05:16:20 AMEDT

<) 05:16
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Figure 11: installation de la machine virtuelle (suite)
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Figure 12: installation de la machine virtuelle (suite)
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AMC-NSI-2024 [Running] - Oracle VM VirtualBox - (o (x
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Figure 13: installation de la machine virtuelle (suite)

AMC-NSI-2024 [Running] - Oracle VM VirtualBox - (O (x

File Machine View Input Devices Help

Help | Livelog Select type of installation

Installation Options

If you are running Mac OS or
Windows 05 (from Vista
onwards), you may have to use

@ Regular install using the entire disk

that system's software to set up Use disk:
PEIRILEDE 20 T e =2 sda (16.0 GB - VBOX HARDDISK) -
before installing.

i 16GB
Using the root-home space Root -
slider -
The drive can be divided into 100% | -
separate system (root) and user Encrypt
data (home) partitions using the
slider. Enable hibernation support

The root partition will contain the
operating system and
applications.

The home partition will contain
the data of all users, such as their
settings, files, documents,
pictures, music, videos, etc.

Customize the disk layout

Move the slider to the right to
increase the space for root. Move
it to the left to increase the space
for home.

Move the slider all the way to the
right if you want both root and

home on the same partition. Close Back

@& & =i @)@ @ Right cerl

Figure 14: installation de la machine virtuelle (suite)
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AMC-NSI-2024 [Running] - Oracle VM VirtualBox - (o (x

File Machine View Input Devices Help

Help | Livelog Installation Confirmation

Final Review and Confirmation

Please review this list carefully. This The antiX Linux installer will now perform the requested actions.
is the last opportunity to check,
review and confirm the actions of
the installation process before
proceeding.

AThese actions cannot be undene. Do you want to continue?dh

Format and use the entire disk (sda) for antiX Linux

Close Back Start

Qohes 8@ # Rright ctrl

Figure 15: installation de la machine virtuelle (suite)

AMC-NSI-2024 [Running] - Oracle VM VirtualBox - (o (x

File Machine View Input Devices Help

Help | Livelog Installation in progress

Computer Identity

The computer name is a common i

unique name which will identify
your computer if it is on a network.

14% - Copying new system Abort

The computer domain is unlikely to
be used unless your ISP or local
network requires it.

The computer and domain names

Computer Network Names

Computer name: antix1

Computer domain: example.dom

can contain only alphanumeric
characters, dots, hyphens. They
cannot contain blank spaces, start
or end with hyphens

The SaMBa Server needs to be
activated if you want to use itto
share some of your directories or
printer with a local computer that is
running MS-Windows or Mac OSX.

Close

Q& & Bl 81 @ Right ctrl

Figure 16: installation de la machine virtuelle (suite)

3 avril 2024



Journée NSI-SNT

Loria

AMC-NSI-2024 [Running] - Oracle VM VirtualBox - (o (x

File Machine View Input Devices Help

Help | Live Log Installation in progress

Localization Defaults

Set the default locale. This will apply
unless they are overridden later by
the user.

Abort

Localization Defaults
Canfigure Clock
If you have an Apple or a pure Unix Locale:
computer, by default the system
clock is set to Greenwich Meridian
Time (GMT) or Coordinated
Universal Time (UTC). To change
this, check the "System clock uses Timezone:
local time" box.

France - francais v

Configure Clock
Europe * | Paris -

System clock uses local time
The system boots with the timezone
preset to GMT/UTC. To change the
timezone, after you reboot into the

Format: (®) 13:57 1:57 PM

new installation, right click on the Service Settings (advanced)
clock in the Panel and select
Properties. Ve

Service Settings

Most users should not change the
defaults. Users with low-resource
computers sometimes want to
disable unneeded services in order
to keep the RAM usage as low as
possible. Make sure you know what

/ou are doing!
Y g Close Back

Qohes 8@ # Rright ctrl

Figure 17: installation de la machine virtuelle (suite)

AMC-NSI-2024 [Running] - Oracle VM VirtualBox - (o (x

File Machine View Input Devices Help

Help | Livelog Installation in progress

Default User Login

The root user is similar to the
Administrator user in some other
operating systems. You should not
use the root user as your daily user
account. Please enter the name for
a new (default) user account that
you will use on a daily basis. If
needed, you can add other user

accounts later with antiX Linux User
Manager. Confirm user password: @@

Abort

Default User Account

Default user login name: |amc
Default user password: 90000080800 88088 0 e
3 o=

Passwords

Enter a new password for your
default user account and for the
root account. Each password must @
be entered twice.

Root (administrator) Account

No passwords

If you want the default user

account to have no password, leave Autologin
its password fields empty. This
allows you te log in without
requiring a password.

Obviously, this should only be done
in situations where the user
account does not need to be secure,
such as a public terminal.

Save live desktop changes

Close Back

Q& & Bl 81 @ Right ctrl

Figure 18: installation de la machine virtuelle (suite)
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AMC-NSI-2024 [Running] - Oracle VM VirtualBox

File Machine View Input Devices Help

Help Live Log

Congratulations!
You have completed the installation
of antiX Linux

Finding Applications

There are hundreds of excellent
applications installed with antix
Linux The best way to learn about
them is to browse through the
Menu and try them. Many of the
apps were developed specifically for
the antiX Linux project. These are
shown in the main menus.

In addition antiX Linux includes
many standard Linux applications
that are run only from the
command line and therefore do not
show up in the Menu.

Installation complete

v| Automatically reboot the system when the installer is closed

Reminders

Support antiX Linux

antiX Linux is supported by people like you. Seme help others at the support forum -
https:/iwww.antixforum.com, or translate help files into different languages, or make

suggestions, write documentation, or help test new software.

Finish

Q&5 |8 B8l® B right ctrl

Figure 19: installation de la machine virtuelle (suite)
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6. Redémarrer la machine virtuelle en prenant soin de sortir le disque d'installation via le menu Périphériques /

Lecteurs optiques / Ejecter le disque du lecteur virtuel

Fichier Machine Ecran Entrée

Corbeille

antiX FAQ

NSI-2024 [En Fonction] - Oracle VM VirtualBox

@& o 0E & Gl@ & ctr droite

antix
10:55
mer. 27 mars
Uptime: Oh 57m 36s
zzZ-icewm

res: 1221x581
dpit %
Automount:  enabled
CPU:

Freq:
Init:

7
e T

etho up: oB
etho down:

Used / Total
RAM: 270M /967M
Swap: 0B /967M
| Disk: 12.0G / 15.66

L DA AN |

Figure 20: fin de I'installation de la machine virtuelle

7. Installer les extensions VirtualBox (pour la prise en charge du redimensionnement de I'écran, etc.) via le menu

Périphériques / Insérer 1'image CD des Additions invité

= Depuis le systeme invité (une fois démarré), faire un clic-droit, puis :
— ouvrir un terminal, et y taper cd /media/sr0

— exéctuer le script d’installation en tapant sudo ./VBoxLinuxAdditions.run

— a la question “Do you wish to continue 7" répondre “yes”
= Alafin de I'installation, retirer le CD via le menu Périphériques / Lecteurs optiques / Ejecter le disque
du lecteur virtuel

Loria
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8. Definir un dossier partagé entre le systeme Hote et le systéme Invité afin de pouvoir échanger des fichiers
entre les deux systémes (voir imprime-écrans en Figures 21 et 22)

= La démarche est la suivante :
— aller dans Périphériques / Dossiers partagés / Configuration
Saisir les informations suivantes :
Folder path and name (Hote) : ... /VM_shared_folders
Mount point (Invité) : /media/shared_folders
cochez Auto-mount et make permanent
ouvrir un terminal et y taper sudo usermod -aG vboxsf $USER
faire un clic-droit puis Déconnexion / redémarrer la machine

NSI-2024 - Paramétres B ® &

@ Général Dossiers partagés

Systéme Dossiers partagés
@ Affichage Name Chemin Accés Montage automal At
- Dossiers permanents

@ Stockage VM_s...ers /h..t/VM_shared folders Complet Oui ...fshared_fold...
Dossiers temporaires
('DJ son

@ Réseau
@ Ports séries
£ use

lfl Interface utilisateur

@ Aide Qannuler| | @oK

Figure 21: configuration d'un dossier partagé

Ajouter un dossier partagé x

Chemin du dossier: |@ .../VM_shared_folders |~
Nom du dossier: VM _shared_folders
Point de montage : /media/shared_folders
Lecture seule
¥! Montage automatique

v| Configuration permanente

Oannuler | @

Figure 22: configuration d’un dossier partagé

9. Le systeme Invité est a présent opérationnel, il est alors possible d'Installer Auto-Multiple-Choice et ses dépendances

= ouvrir un terminal et y taper :
— sudo apt update
— sudo apt upgrade
— sudo apt install texlive-fonts-extra
— sudo apt install texlive-xetex fonts-linuxlibertine evince libnet-cups-perl libemail-sender-perl
libemail-address-perl libemail-mime-perl libtiff-dev
— sudo apt install auto-multiple-choice

10. Lancer auto-multiple-choice

= Faire un clic-droit puis aller dans Applications / Education / QCM automatique

Loria 11



Journée NSI-SNT 3 avril 2024

= L'interface graphique d’AMC apparait alors dans le systéme invité (voir imprime-écran en Figure 23 ci-dessous).

NS51-2024 [En fonction] - Oracle VM VirtualBox B ©®

Fichier Machine Ecran Entrée Périphériques Aide

Corbeille Auto Multiple Choice

Gestionnaire ...
Fichiers

4?

antiX FAQ

Auto Multiple C... 5
o & 05 i B @ @ cerl droite

Figure 23: Lancement d’Auto-Multiple-Choice
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